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LR TYPE CONDUIT BODIES 3

Features

To provide access to conductors for pulling,
splicing, maintenance and future changes/
upgrades. Allows connection of straight

conduit runs, branch conduit runs and 90°
bends.To provide access to conductors for pulling,
splicing, maintenance and future changes/
upgrades. Allows connection of straight

conduit runs, branch conduit runs and 90°

bends.

Sizing and Features

Product Size Description Box
Qty
LRCO50 1/2" Combo "R" C.B. with Set Screw 10
LRCO75 374" Combo “R* C.B. with Set Screw 10 |
LRC100 1™ Combao “R" C.B. with Set Scraw 5
LRC125 1-1/4  Combo "R" C.B. with Set Screw 2
LRC150 1-1/2" Combo “R* C.B, with Set Screw 2
LRC200 o Combo "R C.B. with Set Serew 1 *Material : Copper-Free Die Cast Aluminum
LRC250-E 2.1/ CB.(EMT)SetScrew,G&C 1 | *Finish : Powder Coated Steel
LRC300-E 3" CE. (EMT)SetScrew, G&C 1 *Cover: Stamped Steel
LRC350-E 3-1/2"  CB.(EMT) Set Screw, G & C 1 *Gasket : Neoprene Rubber
LRC400-E 4" C.B. (EMT) Set Screw, G & C 1
LRC250R 57" C.B. (RIGID) Threaded, G & C ] Note: LRC050 - LRC200 include only the conduit
LRC300-R 3" C.B. (RIGID) Threaded, G & C 1 bOdy, while LRC250-E - LRC400-R include the
LRC350-R 312" CB. (RIGID) Threaded, G&C 1 Gasket and Cover as well.
LRC400-R 4" C.B. (RIGID) Threaded, G & C 1
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